
 
 

Performance declaration 

Performance declaration number: Nmb. 2019 / 50211 

1. identification of the product type: Aluminium paper/ ALU-PAP product number: 50211 

2. Intended use: Vapor barrier, for saunas or similar buildings 

3. Valmistaja:  Eltete TPM Oy 

   Varastokuja 5, 07900 Loviisa 

   puh: +358 10 5056 450 

   s-posti: info@eltete.com 

   www.eltete.com 

4. Authorized representative 

5. System used to assess and verify the constancy of performance 
  

AVCP 3 (EN 13984) 

 

6. Harmonized standard, 6a Notified body 
 

NB 0809, Eurofins Expert Services Oy   

 

mailto:info@eltete.com
http://www.eltete.com/


 
 

7. Ilmoitettu suoritustaso 

Basic features 
 

Performance level 
 

Harmonized technical 

specifications 
 

Square weight 120 g / m2 

      
         EN 13859-2 

Thickness  0,12 mm 

Vapor permeability (Sd) >8.883E+03 

Water resistance Vesitiivis , luokka W2 

Tensile strength longitudal 
Tensile strength transverse 
 
Elongation break at longitudal  
Elongation break at transverse 

510 N / 50mm  
222 N / 50mm  
 
2 % 
6 % 
 

Longitudal tear strength of a nailshaft 
Transverse tear strength of a nailshaft 

16 N  
19 N  

Visible imperfections None 

 
Water vapor permeability properties *   
EN 1931 +23°C, 0% / 75% RH 
 
 

G= 2,32E-12 kg/s 
g= 1,4E-10 kg/(m²s) 
W=7,08E-14 kg/(m²sPa) 
Z=1/W= 1,43 E+13 (m²sPa)/kg 

= 8,49 E-18 kg/(msPa) 
µ=2,29E+07  
sd=2749 m 
 

 
Water vapor permeability properties *  
aging EN 1296 +70°C 12 weeks  

G= 3,46E-12 kg/s 
g= 2,09E-10 kg/(m²s) 
W=10,54E-14 kg/(m²sPa) 
Z=1/W= 1,41 E+13 (m²sPa)/kg 

= 12,64 E-18 kg/(msPa) 
µ=2,28E+07  
sd=2731 m 
 

*G; Water vapor flow through the test piece 
  g; water vapor flow density 
  W; Water vapor permeability 
  Z; Water vapor resistance 

  ; Water vapor permeability 
  µ; Water vapor resistance factor 
  sd; the thickness of the air layer at which the corresponding water vapor diffusion 
 

8. Appropriate technical document 

VTT Expert Services Oy tested the product in accordance with standard EN 13984, type A and issued test report 

no. VTT-S-00325-17. 

The performance leves of the product identified in paragraphs 1 and 2 shall be in accordance with the 

prefomance levels indicated in paragraph 7. This declaration of performance is issued under the sole 

responsibility of the manufacturer indicated in point 3. 

 



 
 

Signed on behalft of the manufacturer : 

  in Loviisa 3.6.2020 

 

    
    Nina Lökfors, Executive Vice President 

Eltete TPM Oy 


